BHARAT COKING COAL LIMITED
(A Subsidiary of Coal India Limited)
OFFICE OF THE GENERAL MANAGER, EJ AREA
P.O. : BHOWRA (DHBAD)

Ref. No. : BCCL/Civil/EJA/Tender/2010-11/1408 Dated : 15.03.2011

TENDER NOTICE

Sealed Tender on percentage basis (Above/Below) on prescribed bill of quantity is hereby
invited for the following job/jobs from the resourceful and enlisted contractors which will be received and opened on
21.03.2010. from 10.00 AM to 1.00 PM. and will be opened on 22.03.2011 at 11.00 AM. The Tender will be opened in
presence of the Tenderers/Quotationers or their authorized representatives. Details are as below : -

<table>
<thead>
<tr>
<th>Sl.No.</th>
<th>Name of work</th>
<th>Estimated Cost(In Rs.)</th>
<th>Earnest Money (In Rs.)</th>
<th>Time of Completion</th>
</tr>
</thead>
<tbody>
<tr>
<td>1.</td>
<td>Repair work in qtr. of Sri. Gopal Chatterjee at 12 no., Bhowra under EJ Area</td>
<td>18198.78</td>
<td>185.00</td>
<td>Seven days</td>
</tr>
</tbody>
</table>

AVAILABILITY OF TENDER PAPER : From 17.03.2011 to 18.03.2011

TERMS AND CONDITIONS :
1. The estimate & specification of the work is available in the office of the undersigned during working hours on above
mentioned period. Any other information can also be obtained from the undersigned
2. The quotationer have to submit Photo stat copy of PAN Card.
3. The tender has to deposit E.M. as stated above with A.F.M., EJ Area in cash. The Money receipt of EM should be
attached with the tender. The tender without earnest money will be out rightly rejected.
4. The quotationer must submit an affidavit with their offer as per civil engg. Manual along with certification that they have
not been banned or delisted by any Govt. Agencies or PAUs.
5. The contractors have to submit Permanent Account Number(PAN) income tax and TIN.
6. Authority reserves the rights to reject any or all the tenders received or split up and distribute the work between more
than one contractor without assigning any reason what so ever
7. The rate should be quoted inclusive all taxes and royalty. The validity period of the tender will be 120 days, commenced
rom the date of opening of the Tender.
8. Materials required for the work are to be arranged / procured by the contractor at his own cost.
9. In case rate are not acceptable, the offer may be rejected.
10. The contractor should abide by the labour Act of Govt. of India.
11. Conditional tender will not be entertained.
12. The Tender document can also be downloaded from the BCCL web site http://bccl.cmpdi.co.in

Distribution : -
1. The All Project officer of EJ Area. Area Civil Engineer(EJA)
2. The Addl. GM/A.F.M.(EJA)
4. CISF Main gate, Koyla Bhawan
5. The Inspector, CISF, EJ Area.
6. The Inspector, CISF, Ropeway Area/ EWZ Area.
7. The Cashier/Notice Board, EJ Area.
8. M/S. Builders Association of India, 316 LIG, Housing colony, Dhanbad.
<table>
<thead>
<tr>
<th>Sl. No.</th>
<th>Description of work</th>
<th>Unit</th>
<th>Quantity</th>
<th>Rate</th>
<th>Rate quoted by the Tenderer (In figure &amp; word)</th>
</tr>
</thead>
<tbody>
<tr>
<td>1.</td>
<td>Demolishing cement concrete manually / by mechanical means including disposal of material within 50 metres lead as per direction of Engineer in charge. 1:3:6 or richer mix.</td>
<td>Cum</td>
<td>1.72</td>
<td>368.45</td>
<td></td>
</tr>
<tr>
<td>2.</td>
<td>Grading roof for water proofing treatment with Cement concrete 1:2:4 (1 cement : 2 coarse sand : 4 graded stone aggregate 20 mm nominal size.</td>
<td>Sqm</td>
<td>1.72</td>
<td>3314.95</td>
<td></td>
</tr>
<tr>
<td>3.</td>
<td>Providing and fixing on wall face unplasticised - Rigid PVC rain water pipes conforming to IS : 13592 Type A including jointing with seal ring conforming to IS : 5382 leaving 10 mm gap for thermal expansion. (i) Single socketed pipes 110 mm. Dia.</td>
<td>metre</td>
<td>4.00</td>
<td>163.40</td>
<td></td>
</tr>
<tr>
<td>4.</td>
<td>Painting top of roofs with bitumen of approved quality at 17kg per 10sqm impregnated with a coat of coarse sand at 60 cudm per 10sqm including cleaning the slab surface with brushes and finally with a piece of cloth lightly soaked in kerosene oil complete With residual type petroleum bitumen of penetration 80/100</td>
<td>Sqm</td>
<td>70.60</td>
<td>63.00</td>
<td></td>
</tr>
<tr>
<td>5.</td>
<td>12 mm cement plaster of mix : 1:6 (1 cement : 6 fine sand)</td>
<td>Sqm</td>
<td>30.00</td>
<td>67.65</td>
<td></td>
</tr>
<tr>
<td>6.</td>
<td>6mm cement plaster of mix : 1:3 (1 cement : 3 fine sand)</td>
<td>Sqm</td>
<td>10.00</td>
<td>62.15</td>
<td></td>
</tr>
<tr>
<td>7.</td>
<td>Providing non-asbestos high impact polypropylene reinforced cement 6 mm thick corrugayed sheets (As per IS : 14871) roofing upto any pitch and fixing with polymer coated J or L hooks, bolts and nuts 8 mm dia G.I. plain and bitumen washers or with self drilling fasteners and EDPM washers etc. complete excluding the cost of purlins, rafters, and trusses, corrugated sheets and including cutting to size and shape wherever required.</td>
<td>Sqm</td>
<td>4.46</td>
<td>294.95</td>
<td></td>
</tr>
<tr>
<td>8.</td>
<td>Brick work with F.P.S. bricks of class designation 50 in superstructure above plinth level upto floor V level in all shapes and sizes in cement mortar 1:6(1 cement : 6 sand)</td>
<td>Cum</td>
<td>0.28</td>
<td>2315.50</td>
<td></td>
</tr>
<tr>
<td>9.</td>
<td>White washing with lime to give an even shade: old work(two or more coat).</td>
<td>Sqm</td>
<td>284.92</td>
<td>4.10</td>
<td></td>
</tr>
<tr>
<td>10.</td>
<td>Painting with synthetic enamel paint of approved brand and manufacture of required colour to give an even shade: one or more coats for old work.</td>
<td>Sqm</td>
<td>40.55</td>
<td>22.85</td>
<td></td>
</tr>
<tr>
<td>11.</td>
<td>Dismantling roofing including ridges, hips valleys and gutters etc., and stacking the material within 50 metres lead of Asbestos sheet.</td>
<td>Sqm</td>
<td>4.46</td>
<td>11.75</td>
<td></td>
</tr>
</tbody>
</table>

Name & Address of the Tenderer:

Details of Earnest money: Area Civil Engineer (EJA)

Signature of the Tenderer with Date