
 

 

 

 
 

Ref. No. : BCCL/Civil/EJA/Tender/2010-11/801                                                                                                            Dated :17.02.2011  

 

TENDER NOTICE 

 

                                                         Sealed Tender on percentage basis (Above/Below) on prescribed bill of quantity is hereby 

invited for the following job/jobs from the resourceful and experienced  contractors which will be received and opened on 

02.03.2011. from 10.00 AM to 1.00 PM. and 04.03.2011 at 4.00 P.M. respectively. The Tender will be opened in presence of 

the Tenderers/Quotationers or their authorized representatives. Details are as below : - 

Sl.No. Name of work Estimated Cost(In Rs.) Earnest Money 

(In Rs.) 

Time of Completion 

  

     1. 

  

  

 .   

     2. 

 

 

  

Repair & maintenance balance work in the 

bunglow of Mr. Damodar Prasad, Sr.ME at 

Bhowra(N) colliery under EJ Area. 

 

Repair work in the qtr. of Sri. Ranjit Kr. 

Mukherjee at Gourkhuti, Bhowra under EJ 

Area. 

26909.51 

 

 

 

17960.82 

 

 

  

270.00  

 

 

 

180.00 

 

 

  

Seven days  

 

 

 

Seven days 

 

 

   

  

TERMS AND CONDITIONS :  

1. The estimate & specification of the work can be obtained from the office or can be downloaded from BCCL web site  

http://bccl:cmpdi:co:in from 25.02.2011 to 28.02.2011. Any other information can also be obtained from the 

unsersigned. 

2.    The quotationer have to submit Photo stat copy of PAN Card.   

3.  The tender has to deposit E.M. as stated above with A.F.M., EJ Area in cash . The Money receipt of EM  should be 

attached with the tender. The tender without earnest money will be out rightly rejected. 

5.   The quotationer must submit an affidavit with their offer as per civil engg. Manual along with certification that they have 

not been banned or delisted by any Govt. Agencies or PAUs.  

6.     The contractors have to submit Permanent Account Number(PAN) income tax and TIN. 

7     Authority reserves the rights to reject any or all the tenders received or split up and distribute the work between more 

than one contractor without assigning any reason what so ever 

8.    The rate should be quoted inclusive all taxes and royalty. The validity period of the tender will be 120 days , commenced 

rom the date of opening of the Tender. 

9.    Materials required for the work are to be arranged / procured by the contractor at his own cost. 

10.  In case rate are not acceptable, the offer may be rejected. 

11.   The contractor should abide by the labour Act of Govt. of India. 

12.   Conditional tender will not be entertained. 

 

 Distribution : - 

1. The C.V.O.,BCCL 

2. All CGMs/GMs of Area of BCCL                                                                                                                                 Area Civil Engineer/EJA 

3. The General Manager(Civil),CED/Koyla Nagar 

4. H.O.D.(Admn.), BCCL/Koyla Nagar 

5. The GM(System), BCCL – with a request to display this NIT in BCCL web site with download facility. 

6. The Addl. GM(EJA)/The AFM(EJA)/The Area Survey officer 

7. The Inspector I/C, CISF, Koyla Bhawan 

8. The Inspector I/C. CISF, Ropeway Area/EWZ Area. 

9. The Inspector I/C, CISF, EJ Area.  

10. Notice Board, EJ Area. 

 

 

 

 

 



 

Bill ofquantity for the work,” Repair & maintenance balance work in the bunglow of Mr. Damodar Prasad, Sr.ME at 

Bhowra(N) colliery under EJ Area. 

 

 Sl. No. Description of work Unit Quantity Rate Rate quoted by the 
Tenderer(In figure & 

word). 

     1. 
 
    
 
     2. 
 
    
 
    3. 

 
  
 
 
 
     
     4. 
 
     5. 
 
     6. 
 
     
 
  
 

Demolishing cement concrete manually / by 
mechanical means  including disposal of 
material within 50 metres lead as per direction 
of Engineer in charge.1:3:6 or richer mix.                                           
Grading roof for water proofing treatment with  
Cement  concrete  1:2:4  (1  cement  :  2  
coarse  sand  :  4 graded stone aggregate 20 
mm nominal size. 
Painting top of roofs with bitumen of approved 
quality at 17kg per 10sqm impregnated with a 
coat of coarse sand at 60 cudm per 10sqm 
including cleaning the slab surface with 
brushes and finally with a piece of cloth lightly 
soaked in kerosene oil complete With residual 
type petroleum bitumen of penetration 80/100 
6mm cement plaster of mix: 1:3 (1 cement : 3 
fine sand)      
White washing with lime to give an even 
shade: old work(two or more coat).             
Painting with synthetic enamel paint of 
approved brand and manufacture of required 
colour to give an even shade: one or more 
coats for old work.                         
   
 

Cum 
 

     
 
    Cum 

 
     
 
    Sqm 

 
 
 
 
 
    
   Sqm 

 
   Sqm 

 
    Sqm 

. 
     
 
      

 

0.92 
 

  
 
   0.92 

 
   
 
 242.82 

 
   
 
 
 

   
     10.00 

 
  235.00 

 
 446.73 

 
 
 
   
 

 368.45 
 

   
 
 3314.95 

 
    
 
     63.00 

 
  
 
 
 
   
   62.15 

 
    4.10 

 
    3.20 

 
    
 
     

 

 

Name & Address of the Tenderer : 

 

                Details of Earnest money :                                                                               Area Civil Engineer(EJA) 

  

 Signature of the Tenderer with Date               

 

 

 

 

 

 

 

 

 

 



 

Bill ofquantity for the work,” Repair work in the qtr. of Sri. Ranjit Kr. Mukherjee at Gourkhuti, Bhowra under EJ Area.. 

 

 Sl. No. Description of work Unit Quantity Rate Rate quoted by the 
Tenderer(In figure & 

word). 

     1. 
 
    
 
     2. 
 
    3. 

 
  
 
 
 
     4. 
 
      
 
     5. 
 
     6. 
 
 
 
     7. 
 
     
 
  
 

Brick work with F.P.S. bricks of class 
designation 50 in superstructure above plinth 
level upto floor V level in all shapes and sizes 
in cement mortar 1:6(1 cement : 6 sand)  
12 mm cement plaster of mix : 1:6 (1 cement : 
6 fine sand)                                
Cement concrete flooring 1:2:4 (1 cement : 2 
coarse sand : 4 graded stone aggregate) 
finished with a floating coat of neat cement 
including cement slurry, but excluding the cost 
of nosing of steps etc. complete. 25mm thick 
with 20mm nominal size stone aggregate 
Colour washing such as green, blue or buff to 
give an even shade New work (two or more 
coats) with a base coat of white washing with 
lime  ] 
12 mm cement plaster of mix : 1:6 (1 cement : 
6 fine sand)                                
Removing white or colour wash by scrapping 
and sand papering and preparing the surface 
smooth including necessary repairs to 
scratches etc. complete   
Painting top of roofs with bitumen of approved 
quality at 17kg per 10sqm impregnated with a 
coat of coarse sand at 60 cudm per 10sqm 
including cleaning the slab surface with 
brushes and finally with a piece of cloth lightly 
soaked in kerosene oil complete With residual 
type petroleum bitumen of penetration 80/100 
 
 

Cum 
 

     
 
    Sqm 

 
    Sqm 

 
 
 
 
 
    Sqm 

 
     
 
    Sqm 

 
    Sqm 

. 
     
 
     Sqm 

 

3.48 
 

  
 
   44.96 

 
  10.40 

 
   
 
 
 

   446.73 
 

  
 
  39.01 

 
 35.97 

 
 
 

 47.33 
 

 2315.50 
 

   
 
   67.65 

 
    141.60 

 
  
 
 
 
    9.30 

 
  
 
   67.65 

 
    22.85 

 
    
 
     63.00 

 

 

Name & Address of the Tenderer : 

 

                Details of Earnest money :                                                                               Area Civil Engineer(EJA) 

  

 Signature of the Tenderer with Date               

 

 

 


