NOTICE INVITING TENDER

Due date & Time for submission of Tender - 16-11-2010 upto 01.00 PM
Due Date and time for opening of Tender - 16-11-2010 at 03:30 PM
Estimated Value - Rs. 416812.00
Required amount of Earnest Money (refundable) - Rs. 8336.00
Required cost of Tender paper - Rs. 1000.00(not refundable)
Tender Paper issued from - 15-10-2010 to 12-11-2010

Sealed Tender are invited from manufacturers or their authorized dealers of coal testing laboratory equipments in two bid, Techno Commercial Bid and Price Bid in separate sealed envelope and both the sealed envelope to be sealed in the third envelope duly super-scribed with Tender no. & date and time of opening address to Materials Manager (Purchase), Kusunda Area, BCCL, Distt. Dhanbad-828116, for supply of following items:

<table>
<thead>
<tr>
<th>Sl.No.</th>
<th>Description of items in technical specifications</th>
</tr>
</thead>
<tbody>
<tr>
<td>01</td>
<td>Exhaust Fan, Drying the sample for 24 Hrs.</td>
</tr>
<tr>
<td>02</td>
<td>Jaw crusher- The machine is suitable for crushing coke, coal. Heavy duty MS fabricated body, fitted with a pair of swing and fixed jaws. One corrugated jaw is pressed on fixed jaw by eccentrics to effect crushing. The jaws are made of high Manganese steel. Confirming to IS 276. The jaw plates are replaceable and reversible. The eccentric shaft is fitted with self aligned double row roller bearings in both sides with suitable housing and cover. The hammer is MS fabricated and the hammer-bush is of GM. The jaw stock is of study construction to withstand shock and high pressure of crushing of uniformity of speed and momentum a pair of wall balanced fly wheels is designed as Vee-pully. Feed-hopper and discharged chutes are fitted with the Crusher, Jaw size : 150 x 75mm Max Feed Size – Less than 75mm approx, Discharge product size – 13mm Capacity – 200 kg/hour(based on materials) Motor : 2HP, 1440 RPM, 440volts, 3 phase, AC</td>
</tr>
<tr>
<td>03</td>
<td>Roller Crusher- The equipment will be supplied complete with 1 number of gear and motor of 2H.P./1440/415/3 phase/50 Hz AC Motor Starter, Gaurds generally made as per following Technical Specification-Type Smooth roll. No of roller: Two Roller size 250mm dia X 250mm face, Material for Roller OHNS-duel harder 58-63 ROCKWELL Mho.SCALE. Feed size (-) 13mm, Product size – 3mm, Capacity 20 Kg./hr, Material to be crushed: Coal, R.P.M:-250-270, Motor Conical Hopper for feeding the material and bottom one tray for collection of output materials. Body made of Manganese steel.</td>
</tr>
<tr>
<td>04</td>
<td>Raymond Mini Mill for 212 micron sample</td>
</tr>
<tr>
<td>05</td>
<td>HOT AIR OVEN Double walled Inner SS-304 with glaze finish. Outer Painted. Temperature Range ambient to 38°C Inner-size-15” x 15” x 18”. Three</td>
</tr>
</tbody>
</table>

Qty. 01

06 HOT AIR OVEN Double walled- Inner SS-304 with glaze finish. Outer painted. Temperature Range –Ambient to 108°C. Inner size – 15” x 15” x 18”. Three SS trays (Adjustable), Upper side Air Vent. Digital Temperature Controller Range 0 to 99.9” accuracy 5°C sunvic control for accuracy.

07 Electronic Balance capacity 10KG accuracy 1gr.

08 Stainless steel Air Oven for 60% RH & 40ºC, chamber size-24” x 24” x 18” height top side open capacity 4 decicator (8” size) placed at a time. Temperature controlled through digital Temperature controlled range 99.9º & electronic relay output & for precision temperature one sunvic attached in control panel.

09 Electronic Balance weight upto 4 decimal 1mg.220 gm. Capacity.

Terms & conditions:-

1. Quotation should be F.O.R. destination including risk to transit up to Regional Store, Godhur, Kusunda Area VI, BCCL
2. Quotation should be valid for 120 days from the date of opening of quotation..
3. Only type written/computer generated offer is applicable.
4. Sealed quotation must be submitted in the tender box of purchase deptt., Kusunda Area, BCCL.
5. Techno commercial bid will be opened on due date & time as mentioned above. Price Bids of only that Tender Whose Techno Commercial Bid is found to be acceptable will be opened with prior information.
6. Earnest money of Rs.8336/- in the form of Band Draft only of any schedule Bank Drawn in favour of Bharat Coking Coal Limited, payable at Dhanbad must accompany Techno Commercial Bid, otherwise offer will not be consider for further scrutiny – E.M.D. is refundable after finalization of tender.
7. Security money 10% of order value in the form of BG/Bank draft of any scheduled Bank drawn in favour of Bharat Coking Coal Limited must be submitted within 15 days of receipt of order. For unsatisfactory performance the security money shall be forfeited.
8. State/Central Govt. Organization/PSU valid DGS&D/NSIC/Ancillary registered firm for item covered shall be considers for exemption for submission of EMD & SD, if they submit valid documentary evidence in Techno Commercial Bid.
9. Payment Terms - 100% Within 30 days after receipt and acceptance of materials at Regional Store, Godhar, Kusunda Area.
10. Delivery - Within 60 days.
11. Tender must mentioned CST, VAT & TIN No. in Techno Commercial Bid and submit self authenticated copies of documents.
12. Price fall clause & LD clause acceptance must be given in the offer.
13. Guarantee/Warranty – 1(One) Year.
14. Similar Experience certificate should be submitted along with technical Bid.
15. Affidavit in support of proprietorship and declaration regarding non involvement in antisocial activities or banned by Central Govt. or PSU including CIL etc is to be submitted along-with Technical Bid.
16. Any deviation in terms & condition of NIT will not be acceptable.

Material Manager (P)
Kusunda Area

Distribution:

1. CGM(S&M/QC), GM(System), PRO- BCCL, Koyla Bhawan.
2. CGM./AGM/AFM/Sr.FO/AM(Sales), Kusunda Area
TENDER PAPER

Due date & Time for submission of Tender - 16-11-2010 upto 01.00 PM
Due Date and time for opening of Tender - 16-11-2010 at 03:30 PM
Estimated Value - Rs. 416812.00
Required amount of Earnest Money (refundable) - Rs. 8336.00
Required cost of Tender paper - Rs. 1000.00 (not refundable)
Tender Paper issued from - 15-10-2010 to 12-11-2010

Sealed Tender are invited from manufacturers or their authorized dealers of coal testing laboratory equipments in two bid, Techno Commercial Bid and Price Bid in separate sealed envelope and both the sealed envelope to be sealed in the third envelope duly super-scribed with Tender no. & date and time of opening address to Materials Manager (Purchase), Kusunda Area, BCCL, Distt.Dhanbad-828116, for supply of following items:

<table>
<thead>
<tr>
<th>Sl.No.</th>
<th>Description of items in technical specifications</th>
<th>Qty.</th>
</tr>
</thead>
<tbody>
<tr>
<td>01</td>
<td>Exhaust Fan, Drying the sample for 24 Hrs.</td>
<td>01</td>
</tr>
<tr>
<td>02</td>
<td>Jaw crusher- The machine is suitable for crushing coke, coal. Heavy duty MS fabricated body, fitted with a pair of swing and fixed jaws. One corrugated jaw is pressed on fixed jaw by eccentrics to effect crushing. The jaws are made of high Manganese steel. Confirming to IS 276. The jaw plates are replaceable and reversible. The eccentric shaft is fitted with self aligned double row roller bearings in both sides with suitable housing and cover. The hammer is MS fabricated and the hammer-bush is of GM. The jaw stock is of study construction to withstand shock and high pressure of crushing of uniformity of speed and momentum a pair of wall balanced fly wheels is designed as Vee-pully. Feed-hopper and discharged chutes are fitted with the Crusher, Jaw size : 150 x 75mm Max Feed Size – Less than 75mm approx, Discharge product size – 13mm Capacity – 200 kg/hour(based on materials) Motor : 2HP, 1440 RPM, 440volts, 3 phase, AC</td>
<td>01</td>
</tr>
<tr>
<td>03</td>
<td>Roller Crusher- The equipment will be supplied complete with 1 number of gear and motor of 2H.P./1440/415/3 phase/50 Hz AC Motor Starter, Gaurds generally made as per following Technical Specification-Type Smooth roll. No of roller: Two Roller size 250mm dia X 250mm face, Material for Roller CHNS-duel harder 58-63 ROCKWELL Mho.SCALE. Feed size (•) 13mm, Product size – 3mm, Capacity 20 Kg./hr, Material to be crushed: Coal, R.P.M:250-270, Motor Conical Hopper for feeding the material and bottom one tray for collection of output materials. Body made of Manganese steel.</td>
<td>01</td>
</tr>
<tr>
<td>04</td>
<td>Raymond Mini Mill for 212 micron sample</td>
<td>01</td>
</tr>
<tr>
<td>05</td>
<td>HOT AIR OVEN Double walled Inner SS-304 with glaze finish. Outer Painted.</td>
<td>01</td>
</tr>
<tr>
<td>Item</td>
<td>Description</td>
<td>Quantity</td>
</tr>
<tr>
<td>------</td>
<td>-------------</td>
<td>----------</td>
</tr>
<tr>
<td>06</td>
<td>HOT AIR OVEN Double walled-Inner SS-304 with glaze finish. Outer painted. Temperature Range –Ambient to 108°C. Inner size – 15” x 15” x 18”. Three SS trays (Adjustable), Upper side Air Vent. Digital Temperature Controller Range 0 to 99.9°C accuracy 5°C(+). sunvic control.</td>
<td>01</td>
</tr>
<tr>
<td>07</td>
<td>Electronic Balance capacity 10KG accuracy 1gr.</td>
<td>01</td>
</tr>
<tr>
<td>08</td>
<td>Stainless steel Air Oven for 60% RH &amp; 40°C, chamber size-24” x 24” x 18” height top side open capacity 4 decicator (8” size) placed at a time. Temperature controlled through digital Temperature controlled range 99.9°C &amp; electronic relay output &amp; for precision temperature one sunvic attached in control panel.</td>
<td>01</td>
</tr>
<tr>
<td>09</td>
<td>Electronic Balance weight upto 4 decimal 1mg.220 gm. Capacity.</td>
<td>01</td>
</tr>
</tbody>
</table>

**Note:** All Terms & conditions will be as per Tender Notice no. BCCL/KA-VI/Pur/10-11/1009 Dt.27-09-2010.

Material Manager (P)
Kusunda Area
AFFIDAVIT

I, ______________________________________ Partner/Legal Attorney/Accredited Representative of M/s. _________________________________ solemnly declared that
1) I/We are submitted tender for the work

_____________________________________________________________________

________________________________________________ against Tender Notice No.

________________________________________ Date________________

2) None of the partner of our firm is relative of employee of Bharat Coking Coal Limited.
3) All information furnished by us in respect of fulfillment of eligibility criteria and qualification information of this tender is complete correct and true.
4) All documents/ credentials submitted along with this tender are genuine, authentic, true & valid.
5) If any information and document submitted is found to be false/ incorrect at any time, department may cancel tender and action as deemed fit may taken against us including termination of the contract, forfeiture of all dues including Earnest Money and banning/ delisting of our firm and all partner of the firm act.
6) None of the partners of the firm has either individually or collectively been involved in criminal offences.

Signature of the Tenderer

Date____________

Seal of Notary